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líquidos de 
arrefecimento

•

•

•

•

•

r @ 10 ppm

Ag | Ba | Ca | Li | Mg | Mn | Na | Si 0.1

Al | B | Cd | Cr | Cu | Fe | K | Ni | Ti | V | Zn 0.2

Mo | Pb | Sn 0.3

P 0.5

Sb 0.8

ERAOIL (r) @ 10 ppm.



ASTM D6595
ASTM D6728

LÍQUIDOO DEE 
ARREFECIMENTO

(Ag) 0 – 1000 0 – 1000

(Al) 0 – 1000 0 – 1000 0 – 900 0 – 50 0 – 10

(As) 0 – 100

Boro (B) 0 – 1000 0 – 1000 0 – 1000

 (Ba) 0 – 1000 0 – 6000

 (Bi) 0 – 1000 0 – 1000

(Ca) 0 – 6000 0 – 20000 0 – 900 0 – 50 0 – 10

 (Cd) 0 – 1000 0 – 1000 0 – 10

 (Ce) 0 – 100

 (Co) 0 – 100

 (Cr) 0 – 1000 0 – 1000 0 – 900 0 – 10

 (Cu) 0 – 1000 0 – 1000 0 – 900 0 – 50 0 – 10

(Fe) 0 – 1000 0 – 1000 0 – 900 0 – 50 0 – 10

 (In) 0 – 1000 0 – 1000

(K) 0 – 1000 0 – 1000 0 – 900 0 – 1 0 – 1000 0 – 10

 (Li) 0 – 1000 0 – 1000 0 – 900 0 – 1

 (Mg) 0 – 2000 0 – 6000 0 – 2700 0 – 50 0 – 10

(Mn) 0 – 1000 0 – 1000 0 – 900 0 – 10

 (Mo) 0 – 1000 0 – 1000 0 – 500

(Na) 0 – 1000 0 – 6000 0 – 900 0 – 1 0 – 1000 0 – 10

(Ni) 0 – 1000 0 – 1000 0 – 900 0 – 10

 (P) 0 – 2000 0 – 6000 0 – 2500

(Pb) 0 – 1000 0 – 1000 0 – 900 0 – 50 0 – 10

 (Sb) 0 – 1000 0 – 1000

 (Si) 0 – 1000 0 – 1000 0 – 900 0 – 500 0 – 10

 (Sn) 0 – 1000 0 – 1000 0 – 10

 (Sr) 0 – 100

 (Ti) 0 – 1000 0 – 1000

 (V) 0 – 1000 0 – 1000 0 – 900 0 – 1

 (W) 0 – 100

 (Zn) 0 – 2000 0 – 6000 0 – 900 0 – 50 0 – 10

 (Zr) 0 – 100
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(Al) 0 – 1000 0 – 1000 0 – 900

(As) 0 – 100

Boro (B) 0 – 1000 0 – 1000

(Ba) 0 – 1000 0 – 6000

 (Bi) 0 – 1000 0 – 1000

(Ca) 0 – 6000 0 – 20000 0 – 900

 (Cd) 0 – 1000 0 – 1000

 (Ce) 0 – 100

 (Co) 0 – 100

(Cr) 0 – 1000 0 – 1000 0 – 900

(Cu) 0 – 1000 0 – 1000 0 – 900

(Fe) 0 – 1000 0 – 1000 0 – 900

(In) 0 – 1000 0 – 1000

(K) 0 – 1000 0 – 1000 0 – 900 0 – 1

 (Li) 0 – 1000 0 – 1000 0 – 900 0 – 1

(Mg) 0 – 2000 0 – 6000 0 – 2700

(Mn) 0 – 1000 0 – 1000 0 – 900

 (Mo) 0 – 1000 0 – 1000

(Na) 0 – 1000 0 – 6000 0 – 900 0 – 1

(Ni) 0 – 1000 0 – 1000 0 – 900

 (P) 0 – 2000 0 – 6000

(Pb) 0 – 1000 0 – 1000 0 – 900

 (Sb) 0 – 1000 0 – 1000

 (Si) 0 – 1000 0 – 1000 0 – 900

 (Sn) 0 – 1000 0 – 1000

 (Sr) 0 – 100

 (Ti) 0 – 1000 0 – 1000

(V) 0 – 1000 0 – 1000 0 – 900 0 – 1

 (W) 0 – 100

 (Zn) 0 – 2000 0 – 6000 0 – 900
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ASTM D5185 (ICP-AES)

,
líquidos de arrefecimento

Análise

0 °C 40 °C (32 °F  104 °F)
90% 

Software

 x  x  = 36 x 66 x 69 cm (14.2 x 25 x 27 in)

85 kg (187 lb)

90 – 270 V, AC 50/60 Hz, 500 W
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